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2.15 Powerflex U-1000 R2V

2.16 Powerflex Plus YMvK mb ss XVB-F2

2.17 Powerhard F RVFV-K & VVFV-K

2.18 Powerhard M RVMV-K & VVMV-K

2.19 Powerhard RV AL / U-1000 AR2V

2.20 Toxfree ZH ES05Z1-K & H07Z1-K (AS)

2.21 Toxfree ZH RZ1-K (AS)

2.22 Toxfree ZH Z1C4Z1-K (AS)

2.23 Toxfree ZH Z1Z1-K (AS)

2.24 Toxfree ZH RC4Z1-K (AS)

2.25 Toxfree ZH RZ1FZ1-K (AS)

2.26 Toxfree ZH RZ1MZ1-K (AS)

2.27 Toxfree ZH RZ1 (AS) AL

2.28 Toxfree ZH XZ1 (S) AL

2.29 Toxfree Plus 331 ZH SZ1-K (AS+)

2.30 Toxfree ZH Xtrem H07ZZ-F (AS)

2.31 Toxfree ZH Xtrem DZ-K (AS)

2.32 Toxfree ZH Xtrem DZ-F (AS)

2.33 Topsolar PV ZZ-F (AS)

3.1. Cable designation

3.2. Drum dimensions

3.3. Table of capacities (M)

3.4. Anglo-american conversion chart

3.5. Certifications and approvals

3.6 Methods of installation
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0.1 Summary of cables

0.2 Symbols

1.1 Continuous evolution

1.2 Quality, a priority in Top Cable

1.3 An integrated manufacturing process

1.4 Value added service

1.5 A complete range

1.6 Environmental & Corporate Social Responsibilities

2.1 Topflex V-K H05V-K & H07V-K

2.2 Topflex MS Tri-Rated

2.3 Topflex VV-F H05VV-F

2.4 Xtrem H07RN-F

2.5 Xtrem DN-F

2.6 Xtrem DN-K

2.7 Topweld H01N2-D

2.8 Topflat H07VVH6-F

2.9 Flextel 110 ES05VV-F

2.10 Flextel 140 H05VV5-F

2.11 Flextel 200 VV-K

2.12 Screenflex 110 LiYCY

2.13 Screenflex 200 VC4V-K

2.14 Powerflex RV-K
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